















Figure 2 and 3. Seasonal Secchi Disk  transparency,  chlorophyll a  changes and dissolved  color  concentrations. Figures 2 and 3  illustrate  the 
















4.0 – 7.0  2.5 ‐ 4.0  < 2.5  5.4 meters (5.2 – 6.2)  Oligotrophic 
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Total Phosphorus 
(ppb) 
< 8.0  > 8.0 – 12.0  > 12.0 – 28.0  10.9 ppb (10.3 – 11.9)  Mesotrophic 
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Disk depth),  chlorophyll a, dissolved  color and  total phosphorus 





between  May  28  and  October  9,  2014.  The  vertical  red  line 


















Implement Best Management Practices within the Mirror Lake watershed to minimize the adverse impacts of polluted runoff and erosion into Mirror Lake. Refer to “Landscaping at the Water’s 
Edge: An Ecological Approach” and “New Hampshire Homeowner’s Guide to Stormwater Management: Do-It-Yourself Stormwater Solutions for Your Home” for more information on how to 
reduce nutrient loading caused by overland run-off. The Mirror Lake Watershed Management Plan, prepared by Geosyntec Consultants, lists additional measures that can help reduce the 

























4 Hersey Cove  9.0 ppb (range: 7.4 – 10.6)  3.3  ppb (range: 2.4 – 5.1)  21.3 CPU (range: 11.2 – 26.5) 
5 Bowles Inlet  9.0 ppb (range: 7.5 – 10.5)  2.8  ppb (range: 2.4 – 3.9)  22.4 CPU (range: 19.2 – 25.0) 
7 Beach Inlet  11.4 ppb (range: 8.2 – 22.4)  3.3  ppb (range: 1.8 – 5.2)  21.7 CPU (range: 19.2 – 24.1) 
8 Libby Cove  8.3 ppb (range: 6.7 – 9.5)  3.1  ppb (range: 2.2 – 4.4)  19.5 CPU (range: 14.3 – 23.8) 
9 M.L. Drive  8.4 ppb (range: 7.3 – 9.3)  3.2  ppb (range: 2.5 – 4.6)  21.4 CPU (range: 18.3 – 22.9) 
10 109 Launch  9.7 ppb (range: 8.5 – 12.0)  3.4  ppb (range: 2.7 – 4.5)  21.1 CPU (range: 18.4 – 24.1) 
 
 
 
